ETag: "e9556648845817527bbea11431ae1542"
authorization: LOW 3ozqvYVYZEAehk4f:REDACTED_BY_IA_S3
connection: TE, close
content-length: 2102965
expect: 100-continue
host: s3.us.archive.org
te: deflate,gzip;q=0.3
user-agent: ias3upload/0.7.2
x-amz-auto-make-bucket: 1
x-archive-ignore-preexisting-bucket: 1
x-archive-meta-abstract: This paper describes a high precision electronic mass comparator with a range from 250 kg to 5,000 kg. It is suggested that it would be useful to transport the comparator to the test weights rather than to transport the weights to the comparator, the usual method, thus economizing time and monies.
x-archive-meta-cite: J. Res. Natl. Bur. Stand. Vol. 90, No. 4, p. 289
x-archive-meta-collection: NISTJournalofResearch
x-archive-meta-creator: Schoonover, R.M.
x-archive-meta-date: 1985
x-archive-meta-description: Journal of Research of the National Bureau of Standards
x-archive-meta-issue: 4
x-archive-meta-language: English
x-archive-meta-mediatype: texts
x-archive-meta-page: 289
x-archive-meta-publisher: National Bureau of Standards
x-archive-meta-rights: The Journal of Research of the National Institute of Standards and Technology is a publication of the U.S. Government. The papers are in the public domain and are not subject to copyright in the United States. However, please pay special attention to the individual works to make sure there are no copyright restrictions indicated. Individual works may require securing other permissions from the original copyright holder.
x-archive-meta-title: Mass comparator for  in-situ calibration of  large mass standards
x-archive-meta-volume: 90
x-archive-meta01-subject: constant load
x-archive-meta02-subject: electronic
x-archive-meta03-subject: large weights
x-archive-meta04-subject: load cell
x-archive-meta05-subject: mass
x-archive-meta06-subject: mass comparator
x-archive-meta07-subject: portable
x-archive-meta08-subject: tolerance testing.
x-upload-date: 2012-01-05T15:27:44.000Z
